
L500-24-GSR-2 

STANDARD FEATURES
304 Stainless Steel Construction
Available in Single and Double Gusset (Double Gusset Designated by
Adding [-2])
Bottom and Interior Lined with Black Sound Dampening Plastic
Available in Nine (9) Standard Lengths
Fastening Hardware Included
Support Braces Standard on 48”, 60”, and 72” Models
Custom Lengths are Available

JOB______________ ITEM #______________ QTY #______________

MODEL NUMBER:

□ L500-18-GSR (-2)
□ L500-24-GSR (-2)
□ L500-30-GSR (-2)

□ L500-36-GSR (-2)
□ L500-42-GSR (-2)
□ L500-44-GSR (-2)

□ L500-48-GSR (-2)
□ L500-60-GSR (-2)
□ L500-72-GSR (-2)

Model # Description L W H

L500-18-GSR (-2) 4 1/2" or 9" 18" 10 1/8"

L500-24-GSR (-2) 4 1/2" or 9" 24" 10 1/8"

L500-30-GSR (-2) 4 1/2" or 9" 30" 10 1/8"

L500-36-GSR (-2) 4 1/2" or 9" 36" 10 1/8"

L500-42-GSR (-2) 4 1/2" or 9" 42" 10 1/8"

L500-44-GSR (-2) 4 1/2" or 9" 44" 10 1/8"

L500-48-GSR (-2) 4 1/2" or 9" 48" 10 1/8"

L500-60-GSR (-2) 4 1/2" or 9" 60" 10 1/8"

L500-72-GSR (-2) 4 1/2" or 9" 72" 10 1/8"

 

U | LACROSSE Gusseted Speedrails


